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61 \ Disposing an optical fiber into a barehole penetrating the eatth, \
the optical fiber having a first section that has a first set of fiber
Bragg gratings with a first resonant wavelength inscribed therein
and a second section that has a second set of fiber Bragg gratings
with a second resonant wavelength different from the first
resonant wavelength inscribed therein, the second section being
in series with the first section, a difference between the second
resonant wavelength and the first resonant wavelength being
greater than a dynamic wavelength range of each of the fiber
Bragg gratings in the first set of fiber Bragg gratings

l

62 | lluminating the optical fiber with a frequency domain light signal
using an optical interrogator, the frequency domain light signal
having a swept wavelength for a first time duration and a chirp

having a modulation of amplitude with a varying of wavelength for

a second time duration that is less than the first time duration

v > 60

63 \ Receiving a frequency domain return light signal from the optical
fiber due to the emitted frequency domain light signal using the
optical interrogator, the frequency domain return light signal
comprising a resonant wavelength shift of each fiber Bragg grating
due to the downhole property and a corresponding location of
each fiber Brag grating

A4
b4 ™| Transforming the frequency domain return light signal into a time
domain to determine the resonant wavelength shift of each fiber
Bragg grating due to the downhole property and the
corresponding location of each fiber Bragg grating using the
optical interrogator

v

6 ™~ Converting the resonant wavelength shift of each fiber Bragg
grating into the downhole property measurement using a

pProcessor %
FIG. 6
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ARRAYED WAVE DIVISION MULTIPLEX TO
EXTEND RANGE OF IOFDR FIBER BRAGG
SENSING SYSTEM

BACKGROUND

Hydrocarbons are typically produced using boreholes that
penetrate reservoirs of the hydrocarbons. The boreholes,
which can be several kilometers long, may be lined with
structures such as casings or screens required for production
purposes. Conditions in the borehole and these structures
need to be monitored as a function of depth in order to prevent
damage to the structures and efficiently produce the hydro-
carbons. Hence, it would be well received in the hydrocarbon
production industry if new technology was developed to
sense borehole structural and environmental conditions as a
function of depth that provide increased accuracy and cost
effectiveness.

BRIEF SUMMARY

Disclosed is an apparatus for performing a measurement of
a downhole property. The apparatus includes: an optical fiber
having a first section that has a first set of fiber Bragg gratings
with a first resonant wavelength inscribed therein and a sec-
ond section that has a second set of fiber Bragg gratings with
a second resonant wavelength different from the first resonant
wavelength inscribed therein, the second section being in
series with the first section, a difference between the second
resonant wavelength and the first resonant wavelength being
greater than a dynamic wavelength range of each of the fiber
Bragg gratings in the first set of fiber Bragg gratings; an
optical interrogator in optical communication with the optical
fiber and configured to: emit a frequency domain light signal
into the optical fiber, the frequency domain light signal com-
prising a swept wavelength for a first time duration and a chirp
comprising a modulation of amplitude with a varying of
wavelength for a second time duration that is less than the first
time duration; receive a frequency domain return light signal
from the optical fiber due to the emitted frequency domain
light signal, the frequency domain return light signal com-
prising a resonant wavelength shift of each fiber Bragg grat-
ing due to the downhole property and a corresponding loca-
tion of each fiber Brag grating; and transform the frequency
domain return signal into a time domain in order to determine
the resonant wavelength shift of each fiber Bragg grating and
the corresponding location of each interrogated fiber Bragg
grating; and a processor configured to convert the resonant
wavelength shift of each interrogated fiber Bragg grating into
the downhole property measurement.

Also disclosed is a method for performing a measurement
of' a downhole property. The method includes: disposing an
optical fiber into a borehole penetrating the earth, the optical
fiber having a first section that has a first set of fiber Bragg
gratings with a first resonant wavelength inscribed therein
and a second section that has a second set of fiber Bragg
gratings with a second resonant wavelength different from the
first resonant wavelength inscribed therein, the second sec-
tion being in series with the first section, a difference between
the second resonant wavelength and the first resonant wave-
length being greater than a dynamic wavelength range of each
of the fiber Bragg gratings in the first set of fiber Bragg
gratings; illuminating the optical fiber with a frequency
domain light signal using an optical interrogator, the fre-
quency domain light signal comprising a swept wavelength
for a first time duration and a chirp comprising a modulation
of' amplitude with a varying of wavelength for a second time
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duration that is less than the first time duration; receiving a
frequency domain return light signal from the optical fiber
due to the emitted frequency domain light signal using the
optical interrogator, the frequency domain return light signal
comprising a resonant wavelength shift of each fiber Bragg
grating due to the downhole property and a corresponding
location of each fiber Brag grating; transforming the fre-
quency domain return light signal into a time domain to
determine the resonant wavelength shift of each fiber Bragg
grating due to the downhole property and the corresponding
location of each fiber Bragg grating using the optical interro-
gator; and converting the resonant wavelength shift of each
fiber Bragg grating into the downhole property measurement
using a processor.

BRIEF DESCRIPTION OF THE DRAWINGS

The following descriptions should not be considered lim-
iting in any way. With reference to the accompanying draw-
ings, like elements are numbered alike:

FIG. 1 illustrates a cross-sectional view of an exemplary
embodiment of an optical sensing system having an optical
fiber with fiber Bragg gratings disposed in a borehole pen-
etrating the earth;

FIG. 2 depicts aspects of a resonant wavelength shift in a
fiber Bragg grating for measuring a downhole parameter;

FIG. 3 depicts aspects of a chirped optical signal for inter-
rogating the fiber Bragg gratings;

FIG. 4 depicts aspects of an optical interrogator;

FIG. 5 depicts aspects of the optical fiber having four
sections of fiber Bragg gratings with each section having
gratings with the same resonant frequency that is different
from the resonant frequency of the other sections; and

FIG. 6 is a flow chart for a method for performing a mea-
surement of a property downhole.

DETAILED DESCRIPTION

A detailed description of one or more embodiments of the
disclosed apparatus and method presented herein by way of
exemplification and not limitation with reference to the fig-
ures.

FIG. 1 illustrates a simplified schematic diagram of an
optical sensing system 10. The optical system 10 includes an
optical interrogator 11 in optical communication with an
optical fiber 12. The optical fiber 12 includes a series of
sensors referred to as fiber Bragg gratings 14. Each fiber
Bragg grating 14 is configured to act as a filter to reflect
incoming light at or near a resonant frequency characteristic
of the fiber Bragg grating and to let the light of the other
frequencies pass. Imposing a force or temperature change on
the grating will cause the grating to distort and cause a shift in
the resonant wavelength (or corresponding frequency) as
illustrated in FIG. 2. By measuring the amount of the shift, the
amplitude of the force or parameter causing the force, such as
temperature change, can be measured. For example, the fol-
lowing equation may be used to correlate the shift in resonant
wavelength to the change in temperature of the grating:

[ANB/h Bl=(1-p e)e+(a A+an)AT

where AA B/A B is the relative shift in the Bragg wavelength
due to an applied strain (€) and a change in temperature (AT),
p e is the strain optic coefficient, a A is the thermal expansion
coefficient of the optical fiber, and o n is the thermo-optic
coefficient.

Non-limiting embodiments of the types of measurements
performed by the fiber Bragg gratings include pressure, tem-
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perature, strain, force, acceleration, shape, and chemical
composition. In non-limiting embodiments, the length of
each fiber Bragg grating may be in a range of from a few
millimeters to about two centimeters depending on the
desired response characteristics of the gratings.

The optical fiber 12 in FIG. 1 is shown affixed to a casing
4 that is disposed in a borehole 2 penetrating the earth 3. The
casing 4 represents any equipment, apparatus, or material that
the optical fiber 12 may be used to perform measurements on.
Additionally, environmental conditions in the borehole may
be monitored or measured using the optical fiber 12.

The optical interrogator 11 is configured to measure the
shift in the resonant wavelength (or corresponding resonant
frequency), if any, in each fiber Bragg grating and to deter-
mine the location in the optical fiber of each fiber Bragg
grating being interrogated. In order to measure the resonant
wavelength shifts and grating locations, the optical interro-
gator 11 is configured to transmit input light 5 into the optical
fiber 12 and to receive reflected light 6 (also referred to as
return light). The transmitted input light 5 and the reflected
light 6 are transmitted and processed, respectively, in accor-
dance with a method referred to as Incoherent Optical Fre-
quency Domain Reflectometry (IOFDR). The amplitude of
the input light 5 is chirped such that the input light amplitude
varies such as in accordance with an increasing frequency as
illustrated in FIG. 2. In one or more embodiments, the modu-
lation frequency range of the chirp varies from 100 MHz to 1
GHz. The chirp frequency may be represented mathemati-
cally as £, (t)=kt+f, while the amplitude as a function of time
may be represented mathematically as A(t)=A cos(mkt*+
2nf,t+0,). In addition, the wavelength (or corresponding fre-
quency) of the input light 5 is swept. The wavelength sweep
can be continuous while the input light 5 is being chirped
repeatedly or the wavelength sweep can be in steps (stopping
at each desired wavelength) to build the reflectivity of the
gratings as a function of wavelength. In one or more embodi-
ments, the bandwidth of the light wavelength sweep in about
50 nm. The term “chirp” is indicative of the small amount of
time during which the chirp or the amplitude variations
occurs with respect to the relatively large amount of time
during which the light frequency is swept. In one or more
embodiments, the time duration of a chirp is one millisecond
while the time duration a frequency sweep is two seconds.
Hence, the time duration of the wavelength sweep is at least a
thousand times greater than the time duration of the chirp.
FIG. 3 illustrates on example of a chirp for modulating the
input light 5. For teaching purposes, the amplitude in FIG. 3
ranges nominally from -1 to +1 to depict aspects of amplitude
modulation in a chirp realizing that the amplitudes may range
from 0% to 100% in a non-limiting embodiment. The input
light 5 having the chirp and swept wavelength has mathemati-
cal characteristics of a frequency domain signal and, hence,
may be referred to as the frequency domain input light signal.
Accordingly, the reflected light 6 may be referred to as the
frequency domain return light signal. Because the reflected
light 6 is in the frequency domain, the reflected light 6 is
processed using a Fast Fourier Transform (FFT) to transform
the information contained in the reflected light 6 into the time
domain. Once, transformed into the time domain, the infor-
mation in the reflected light 6 provides the magnitude or
amount of the resonant wavelength shift of each fiber Bragg
grating and its corresponding location in the optical fiber 12
knowing it will take a longer amount of time for the input light
to reach and return from the gratings farther away from the
optical interrogator 11 than those gratings that are closer.

Still referring to FIG. 1, a computer processing system 13
is coupled to the optical interrogator 11. The computer pro-
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cessing system 13 is configured to process the reflected light
6. For example, the computer processing system 13 can per-
form the FFT on received reflected light 6. Further, the com-
puter processing system 13 can convert the magnitude of the
resonant frequency shift into a parameter of interest such as
temperature or strain for example using a mathematical rela-
tionship between parameter and the magnitude of the reso-
nant frequency shift. The computer processing system 13 can
be standalone or incorporated into the optical interrogator 11.
Once the values of the parameter of interest are determined, it
can be displayed to a user via a display or printer, it can be
recorded for future use, or it can be input into an algorithm
requiring that parameter for execution.

FIG. 4 depicts aspects of the optical interrogator 11. The
optical interrogator 11 includes a wavelength (or frequency)
tunable light source 40 configured to generate a continuous
wave of the input light 5 at a constant first frequency. To
modulate the light input 5, the optical interrogator 11 includes
a modulator 41 in optical communication with the tunable
light source 40. The light input 5 is modulated (generally as a
sine wave) to provide the chirp discussed above. The fre-
quency of modulation is then swept by the modulator 41 to a
second modulation frequency in a time-linear manner. While
the wavelength of the input light 5 may be stepped or swept
(i.e., is time-linear manner), the frequency of the amplitude
modulation in the chirp is generally always swept. The
reflected light 6 is received from the optical fiber 12 resulting
from the change in the frequency of modulation. The optical
interrogator 11 can have one light source 40 that is tunable to
provide more than one optical wavelength of light input 5 or
multiple light sources 40 may be used with each configured to
provide one or more optical wavelengths of the input light 5.

Still referring to FIG. 4, the reflected light 6 is detected by
a light detector 42 and then inversely transformed by the
computer processing system 13 using the FFT into the time
domain. Recognizing that time can be correlated to a spatial
location by way of time of flight, reflections can then be
correlated to a spatial location along the optical fiber 12 to
produce a first set of measurements. Multiple measurements
may be performed for each change in wavelength of the input
light 5 as the wavelength of the input light 5 is swept. The
frequency difference between input light 5 and the reflected
light 6 is proportional to the time of flight (or distance), while
the intensity of the reflected light 6 is a measure of the reflec-
tivity of the grating at the current laser frequency.

In one or more embodiments, each fiber Bragg grating 14
has a dynamic range of about five (5) nm, which can result
from a temperature change of 200° C. That is, the maximum
amount of resonant wavelength shift is about 5 nm. With a
desired distance between sensors of about one (1) meter, aone
kilometer optical fiber will have about 1000 sensors or fiber
Bragg gratings in that the length of each grating is small in
comparison to the distance between adjacent gratings. The
1000 sensors over one kilometer, though, is a current practical
limit to obtain rapid accurate sensor readings based on the
practical limitations of current opto-electronics. Attempts to
obtain readings with this spacing over longer distances raises
obstacles such as increased processing times and degraded
signal quality. Some of these obstacles may be non-linear
resulting greater non-linear reading degradation for a linear
increase in distance.

In order to overcome these obstacles, the optical fiber 12 is
divided into two or more sections. For teaching purposes, the
optical fiber 12 is divided into a first section 15 and a second
section 16 as illustrated in FIG. 1. All of the fiber Bragg
gratings in the first section 15 have the same nominal resonant
wavelength or frequency referred to as the first resonant
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wavelength A, or first resonant frequency f, . For example, the
nominal wavelength of the gratings in the first section 15 may
be 1540 nm. All of the fiber Bragg gratings in the second
section 16 have the same nominal resonant wavelength or
frequency referred to as the second resonant wavelength A, or
second resonant frequency f,. For example, the nominal
wavelength of the gratings in the second section 16 may be
1550 nm. In one or more embodiments, the difference
between nominal resonant wavelengths is at least greater than
the dynamic range of resonant wavelengths of the fiber Bragg
gratings in order to avoid interference between readings in the
different sections. It can be appreciated that the optical fiber
12 may have three or more sections in order to increase the
distance at which parameters may be sensed at a fixed pitch.

FIG. 5 illustrates an embodiment of the optical fiber 12
having four sections, section 51-54. All of the nominal reso-
nant wavelengths for each of the gratings in each section have
the same nominal resonant wavelength A5, Ass, As3, Asy OF
frequency {5, s, fs5, f5, for the sections 51-54, respectively.
The nominal resonant wavelength characterizing each sec-
tion is separated from the section having the nearest (in mag-
nitude) nominal wavelength by at least the desired dynamic
range of the gratings. For example, if the gratings have a
desired dynamic range of 5 nm and one section has a nominal
resonant wavelength of 1540 nm, then the closest nominal
wavelength is 1535 and/or 1545 nm. An optical splice 55 may
be used to couple one section to another section. It can be
appreciated that each section may have a length that is difter-
ent from the length of other sections.

In one or more embodiments, the optical fiber 12 may have
a length that exceeds several kilometers with each kilometer
being a section having fiber Bragg gratings of the same reso-
nant wavelength. In one or more embodiments, the time dura-
tion of the wavelength sweep of the input light may be one
second while the time duration of the chirp may be ten mil-
liseconds to give a ratio of at least 100. In one or more
embodiments, the time duration of the chirp may be ten
milliseconds or less. In one or more embodiments, the dis-
tance between adjacent fiber Bragg gratings may be one-half
meter or more.

FIG. 6 is a flow chart for a method 60 for performing a
measurement of a downhole property. Block 101 calls for
disposing an optical fiber into a borehole penetrating the
earth, the optical fiber having a first section that has a first set
of fiber Bragg gratings with a first resonant wavelength
inscribed therein and a second section that has a second set of
fiber Bragg gratings with a second resonant wavelength dif-
ferent from the first resonant wavelength inscribed therein,
the second section being in series with the first section, a
difference between the second resonant wavelength and the
first resonant wavelength being greater than a dynamic wave-
length range of each of the fiber Bragg gratings in the first set
of fiber Bragg gratings. Block 102 calls for illuminating the
optical fiber with a frequency domain light signal using an
optical interrogator, the frequency domain light signal com-
prising a swept wavelength for a first time duration and a chirp
comprising a modulation of amplitude with a varying of
wavelength for a second time duration that is less than the first
time duration. Block 103 calls for receiving a frequency
domain return light signal from the optical fiber due to the
emitted frequency domain light signal using the optical inter-
rogator, the frequency domain return light signal comprising
a resonant wavelength shift of each fiber Bragg grating due to
the downhole property and a corresponding location of each
fiber Brag grating. Block 104 calls for transforming the fre-
quency domain return light signal into a time domain to
determine the resonant wavelength shift of each fiber Bragg
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grating due to the downhole property and the corresponding
location of each fiber Bragg grating using the optical interro-
gator. Block 105 calls for converting the resonant wavelength
shift of each fiber Bragg grating into the downhole property
measurement using a processor.

The method 60 may also include comprising transmitting
the downhole property measurement of each fiber Bragg grat-
ing and corresponding location of each fiber Bragg grating to
an output receiving device. In addition, the method 60 may
also include at least one of (i) displaying the downhole prop-
erty measurement of each fiber Bragg grating and corre-
sponding location of each fiber Bragg grating to a user using
auser interface, (ii) providing an alert signal if any downhole
property measurement exceeds a threshold, and (iii) storing
the downhole property measurement of each fiber Bragg grat-
ing and corresponding location of each fiber Bragg grating in
a non-transitory memory device. The method 60 may further
include coupling the optical fiber to a downhole structure
where the optical fiber is configured to measure a property of
the downhole structure.

In support of the teachings herein, various analysis com-
ponents may be used, including a digital and/or an analog
system. For example, the optical interrogator 11 or the com-
puter processing system 13 may include digital and/or analog
systems. The system may have components such as a proces-
sor, storage media, memory, input, output, communications
link (wired, wireless, pulsed mud, optical or other), user
interfaces, software programs, signal processors (digital or
analog) and other such components (such as resistors, capaci-
tors, inductors and others) to provide for operation and analy-
ses of the apparatus and methods disclosed herein in any of
several manners well-appreciated in the art. It is considered
that these teachings may be, but need not be, implemented in
conjunction with a set of computer executable instructions
stored on a non-transitory computer readable medium,
including memory (ROMs, RAMs), optical (CD-ROMs), or
magnetic (disks, hard drives), or any other type that when
executed causes a computer to implement the method of the
present invention. These instructions may provide for equip-
ment operation, control, data collection and analysis and
other functions deemed relevant by a system designer, owner,
user or other such personnel, in addition to the functions
described in this disclosure. Processed data such as a result of
an implemented method may be transmitted as a signal via a
processor output interface to a signal receiving device. The
signal receiving device may be a display monitor or printer for
presenting the result to a user. Alternatively or in addition, the
signal receiving device may be memory or a storage medium.
It can be appreciated that storing the result in memory or the
storage medium will transform the memory or storage
medium into a new state (containing the result) from a prior
state (not containing the result). Further, an alert signal may
be transmitted from the processor to a user interface if the
result exceeds a threshold value.

Further, various other components may be included and
called upon for providing for aspects of the teachings herein.
For example, a power, cooling component, heating compo-
nent, magnet, electromagnet, sensor, electrode, transmitter,
receiver, transceiver, antenna, controller, optical unit (e.g.,
lenses, splitters, couplers), electrical unit or electromechani-
cal unit may be included in support of the various aspects
discussed herein or in support of other functions beyond this
disclosure.

Elements of the embodiments have been introduced with
either the articles “a” or “an.” The articles are intended to
mean that there are one or more of the elements. The terms
“including” and “having” are intended to be inclusive such
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that there may be additional elements other than the elements
listed. The conjunction “or” when used with a list of at least
two terms is intended to mean any term or combination of
terms. The term “configured” relates one or more structural
limitations of a device that are required for the device to
perform the function or operation for which the device is
configured. The terms “first” and “second” do not denote a
particular order, but are used to distinguish different ele-
ments.

The flow diagram depicted herein is just an example. There
may be many variations to this diagram or the steps (or
operations) described therein without departing from the
spirit of the invention. For instance, the steps may be per-
formed in a differing order, or steps may be added, deleted or
modified. All of these variations are considered a part of the
claimed invention.

While one or more embodiments have been shown and
described, modifications and substitutions may be made
thereto without departing from the spirit and scope of the
invention. Accordingly, it is to be understood that the present
invention has been described by way of illustrations and not
limitation.

It will be recognized that the various components or tech-
nologies may provide certain necessary or beneficial func-
tionality or features. Accordingly, these functions and fea-
tures as may be needed in support of the appended claims and
variations thereof, are recognized as being inherently
included as a part of the teachings herein and a part of the
invention disclosed.

While the invention has been described with reference to
exemplary embodiments, it will be understood that various
changes may be made and equivalents may be substituted for
elements thereof without departing from the scope of the
invention. In addition, many modifications will be appreci-
ated to adapt a particular instrument, situation or material to
the teachings of the invention without departing from the
essential scope thereof. Therefore, it is intended that the
invention not be limited to the particular embodiment dis-
closed as the best mode contemplated for carrying out this
invention, but that the invention will include all embodiments
falling within the scope of the appended claims.

What is claimed is:

1. An apparatus for performing a measurement of a down-
hole property, the apparatus comprising:

an optical fiber having a first section that has a first set of

fiber Bragg gratings with a first resonant wavelength
inscribed therein and a second section that has a second
set of fiber Bragg gratings with a second resonant wave-
length different from the first resonant wavelength
inscribed therein, the second section being in series with
the first section, a difference between the second reso-
nant wavelength and the first resonant wavelength being
greater than a dynamic wavelength range of each of the
fiber Bragg gratings in the first set of fiber Bragg grat-
ings;

an optical interrogator in optical communication with the

optical fiber and configured to: emit a frequency domain
light signal into the optical fiber, the frequency domain
light signal comprising a swept wavelength for a first
time duration and a chirp comprising a modulation of
amplitude with a varying of wavelength for a second
time duration that is less than the first time duration;
receive a frequency domain return light signal from the
optical fiber due to the emitted frequency domain light
signal, the frequency domain return light signal com-
prising a resonant wavelength shift of each fiber Bragg
grating due to the downhole property and a correspond-
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8

ing location of each fiber Bragg grating; and transform
the frequency domain return signal into a time domain in
order to determine the resonant wavelength shift of each
fiber Bragg grating and the corresponding location of
each interrogated fiber Bragg grating; and

a processor configured to convert the resonant wavelength

shift of each interrogated fiber Bragg grating into the
downhole property measurement.

2. The apparatus according to claim 1, wherein first time
duration is at least 100 times greater than the second time
duration.

3. The apparatus according to claim 2, wherein the second
time duration is ten milliseconds or less.

4. The apparatus according to claim 1, wherein a distance
between adjacent fiber Bragg gratings is one-half meter or
more.

5. The apparatus according to claim 4 wherein a length of
the first section is one kilometer or more and the length of'the
second section is one kilometer or more.

6. The apparatus according to claim 4 wherein a length of
the first section is one kilometer or less and the length of the
second section is one kilometer or less.

7. The apparatus according to claim 1, wherein the optical
interrogator comprise a laser configured to emit a laser beam
with a swept wavelength difference of 50 nm or greater.

8. The apparatus according to claim 1, wherein the optical
interrogator comprise a laser configured to emit a laser beam
with a swept wavelength range of 50 nm or less.

9. The apparatus according to claim 1, wherein a dynamic
range of each fiber Bragg grating is 5 nm or less.

10. The apparatus according to claim 9, wherein a difter-
ence between the first resonant wavelength and the second
resonant wavelength is at least 5 nm.

11. The apparatus according to claim 1, wherein the second
section of the optical fiber comprises two or more sections,
each of the two or more sections having fiber Bragg gratings
with the same resonant wavelength that is different from the
resonant wavelengths of the other sections.

12. The apparatus according to claim 1, further comprising
an optical splice between the first section and the second
section.

13. The apparatus according to claim 1, wherein the optical
fiber is a continuous optical fiber between the first section and
the second section.

14. The apparatus according to claim 1, further comprising
an output device coupled to the processor and configured to
receive the downhole property measurement of each fiber
Bragg grating and the corresponding location of each fiber
Bragg grating.

15. The apparatus according to claim 1, wherein the optical
fiber is coupled to a downhole structure and configured to
measure a property of the downhole structure.

16. The apparatus according to claim 1, wherein the optical
fiber is configured to measure a downhole environment prop-
erty.

17. A method for performing a measurement of a downhole
property, the method comprising:

disposing an optical fiber into a borehole penetrating the

earth, the optical fiber having a first section that has a
first set of fiber Bragg gratings with a first resonant
wavelength inscribed therein and a second section that
has a second set of fiber Bragg gratings with a second
resonant wavelength different from the first resonant
wavelength inscribed therein, the second section being
in series with the first section, a difference between the
second resonant wavelength and the first resonant wave-
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length being greater than a dynamic wavelength range of
each of the fiber Bragg gratings in the first set of fiber
Bragg gratings;

illuminating the optical fiber with a frequency domain light
signal using an optical interrogator, the frequency
domain light signal comprising a swept wavelength for a
first time duration and a chirp comprising a modulation
of amplitude with a varying of wavelength for a second
time duration that is less than the first time duration;

receiving a frequency domain return light signal from the
optical fiber due to the emitted frequency domain light
signal using the optical interrogator, the frequency
domain return light signal comprising a resonant wave-
length shift of each fiber Bragg grating due to the down-
hole property and a corresponding location of each fiber
Bragg grating;

transforming the frequency domain return light signal into
a time domain to determine the resonant wavelength
shift of each fiber Bragg grating due to the downhole
property and the corresponding location of each fiber
Bragg grating using the optical interrogator; and
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converting the resonant wavelength shift of each fiber
Bragg grating into the downhole property measurement
using a processor.

18. The method according to claim 17, further comprising
transmitting the downhole property measurement of each
fiber Bragg grating and corresponding location of each fiber
Bragg grating to an output receiving device.

19. The method according to claim 18, further comprising
at least one of (i) displaying the downhole property measure-
ment of each fiber Bragg grating and corresponding location
of'each fiber Bragg grating to a user using a user interface, (ii)
providing an alert signal if any downhole property measure-
ment exceeds a threshold, and (iii) storing the downhole
property measurement of each fiber Bragg grating and corre-
sponding location of each fiber Bragg grating in a non-tran-
sitory memory device.

20. The method according to claim 17, further comprising
coupling the optical fiber to a downhole structure, the optical
fiber being configured to measure a property of the downhole
structure.



